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The S. W. Shettuck Chemical Company,
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(Uran.tum, Molybdate and Rhenium Processing Building)

~ Locetion:

Quadrangle:

- Dete 6f.--cbﬁ_struction::‘

Present Owner:

" Present Use:

Significance:

P

HAER No. CO-71-C

Building No. 4 (Uranium, Molybdate and Rhenium

Procassing) of the S. W. Shattuck Chemical Company,

Inc. is located at 1805 South Bannock Street in the
City and County of Denver, Colorado (Shattuck site).
The Shattuck site is loceted approximetsly 4 miles
south of Denver’s downtown aree neer the intersection
of Evans Avenue and Broadway.

U. S. Geologicel Survey, Engiewood 7.5-minute
topographlc quadrangle, dated 1965, photorevised
1980. .

Building No. 4 was constructed in 1911.

The S. W. Shattuck Chemical Company, Inc.
1805 South Bennock Street
Deénver, Colorado 80223

Mineral- processing operatlons atﬂffe Shettuck site

* ceased in April of 1984 due to poor economic

conditions associated with molybdenum and rhenium

‘metals. The site is currently undergoing environmentel

remediation in accordance with the terms of a
Superfund Record of Decision issued by the U. S.
Environmental Protection Agency ("EPA") on January
28, 1992.

The significence of the Shattuck site arises from its role
in processing various metals since 1918, At various
periods of time, molybdenum compounds, radium,
uranium compounds, and rhenium were produced et the

‘site. From about 1934 to the sarly 1940's, Shattuck
‘was one of only two companias in the U. S. that

produced radium salts; eithough, collectively both
compenies produced only e small percentage of the
radium used In the U. S. during that period.
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. Eg!na anncrete md bnck portlons of this building were both constructed in 1911, The farger,

;thtegraphs, HAER No. CD-71-C-1 through 3. A 1955 site plan labels the west

; :71-c-2)

- ~Were also produced in portlons of thls buiidlng (See Photograph HAER No. CO-71-C-2).
'ug wranium processing equipment and-interior building materials were removed and

987 manttcipatlon of termmatron of the: radicactwe materials license administered

: -._remadeled TMs portian of the burtdmg served to refine rhenium and later as a secure
vatuable chem:cals pmduced on site. The two rhenlum -based products produced

] henic: ac oddced by the oxidation of elther rhenium metal powder or
i ﬂoxide the voiatlllzea gas (Re,0, ) was collected in a water bath to form the acid.

acid is refinecies 10 prepare a. platmum-rhenlum catalyst for canggrtmg regular
T T’he buﬁding Was §&Catﬁd in 7984 2

S

\ apenlngs, and a corbeled parapet demonstrate ‘this bunldlng 5 early twentieth century
‘ttylg.on the south and west sides of the building, 1940’s style brick and metal framed
'e;ast anc;l nm!th sides reﬁect the repair north performed on the buﬂdmg after a fire

'of the -east segtlon ‘Consists af weod rafters whlch create a moderately sloped gable end roof

‘with asphalt shingles (See Photographs, HAER No., CO-71-C5 through 7). The west section has
. witod Fafters which support a.flat built-up roof (See Photograph, HAER No. CO-71-C-1 through 3).
. T f',"""‘tary addaticm on the ‘southwest corner, date unknown, and the shed addition on the -

- HAER No. CO-71-C

il of the buitding is believed to have been used for general storage until some time in .

7
!
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'\ ‘mar, date unknown, of the brlck bmldlng is steel’ frame supporting metal decking with

RN '._ - ,;j?1-C1 and 5). The north side has one wood man door. (See Photograph, -
_.?1—C-- 3. The west side has one pair of ‘man doors.. The south side has one wood,
: erhead, ﬂrage»type door with an adjacent wood man door.

datlon is f_:ort_rgrise& of concrete slab floors with an unknown foundation.

_mrtheast comer of the west section of the burldlng was created with brick over
, j(_Fay_tIle SN

aged the n ast eorner of the west’ sectlon Ttge f‘re is evidenced in the charred
oflt’ secstmn of brlck waﬂ and metal windows.

Ten feet 1othe 'south of Bulldlng No 4 are two parallel, 8-foot-high, 30-foot-long, concrete walls
_runnln ast to west, - A wall-board swing gate was:positioned on the east wall to prevent site

__egnaﬁs The functlory of.thé: structure. was protection from possuble vandalism to
_i‘!!! i:yllnders whlt‘h were posrtnonéd between the two walls, :

. = 1&55 sate plan of The S W. Shattuck Chemtcal Company, 1805 South Bannock Street Denver,
Golorado. Filed at the offices of john Faught & Assoclates, Attorneys at Law, 717 Seventeenth Street,
= St Y Bﬂ ll'!ienver, Colorado 80202,

Commurﬁcatlnn }une 29 1992, Mr. Henry F. Barry, Vice President - Technology, The
Shaﬂuek Chcmicai Company, Inc with Nanon Adair Anderson, Historic Architect.
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